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Pressure 1/3
FLUSH DIAPHRAGM PRESSURE TRANSMITTER
Explosion Proof Pressure Transmitter
RANGE ACCURACY MEDIA & DRDER BASED
- PRODUCT //
0~0.5... +/- |_|qu|d a
&
350 bar 0 . 5 % Gas
Approvals @s
SPECIFICATION
MODEL PA0OEX-S ) . PY‘OOf Type
3 Exp\OS\On

ACCURACY +05%F.S. s
RANGE 0~0.5...350bar TFS Bottom View

0~ 0.5 bar £E 0~ 350 bar AO|2] ZE 2AHHL| X|ETts

& & AY "E 7ts ( -~
OUTPUT 2-wire DC4-20mA " 2’,)»\

N

POWER DC24V
OPERATING TEMPERATURE -10~80C

Max.200°C* [ with cooling element ]
AMBIENT TEMPERATURE -10~60TC
PROCESS CONNECTION 1/2", 3/4", 1", 1.5" Screw, Flange & Clamp
CABLE GLAND PORT 1/2"PF Female
MATERIAL Housing : 304SS

Wetted Parts : 316LSS

Other materials available
UNIT bar, kgf/lcm2, MPa, kPa, psi, mmH20, mmHg...
PROTECTION 1P67

ExdIICT6 *=QOptional

DIAPHRAGM SEAL

Threaded Flush Diaphragm Seal

Sanitary Clamped Diaphragm Seal

TFS SCS

172", 3/4", 1", 1-1/2", 2" PT Male 1,15,2,3S

-10~80T -15~1207C

Max.200C* Max.200 C*

316LSS, Hastelloy C* @25°C 316LSS, Hastelloy C* @25°C

Temperature coefficient (mbar/10C) Temperature coefficient (mbar/10C)

12" | 3/4" 1 112" 2¢ 1S 1.58 2S 3s 4S
+100 | +50 +30 +15 +6 +20 +15 +5 +2 +2

Diaphragm Screw Seal

DSS FFS

1/2", 3/4", 1"PT Male or Female 40, 50, 80, 100A
-40 ~ 200 -40~200C

75 ~ 380 C* -75~380C*
316LSS 316LSS

Flush Diaphragm Seal

Hastelloy C, Inconel 600, Tantalum

Hastelloy C, Inconel 600, Tantalum

Titanium, Nickel* Titanium, Nickel, Teflon Coating*
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I 400EX-S Pressure 2/3
FLUSH DIAPHRAGM PRESSURE TRANSMITTER
DIMENSION (mm)
TFS Type SCS Type DSS Type FFS Type
715 715 L2 715
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Diaphragm
X ME2| Arol| what M & = AFLICH
OPTION ( FOR HIGH TEMPERATURE )
COOLING FIN CAPILLARY TUBE
CP CL
316SS Stainless Steel

Temperature Limit : Max. 200°C Temperature Limit : Max. 300°C

RELATED PRODUCTS [ NOT EXPLOSION PROOF PRODUCT ]

PD1 PD2

PRESSQRE INDICATOR EEEE I PRESSURE INDICATOR 1BEE
Only Display —— Output Signal =

MODEL PD1 MODEL PD2
DISPLAY 4-Digit Red LED DISPLAY 4-Digit Red LED
ACCURACY +0.2% F.S. ACCURACY +0.2% F.S.
SAMPLING CYCLE 200ms SAMPLING CYCLE 200ms
INPUT DC4-20mA INPUT DC4-20mA
OUTPUT None OUTPUT DC4-20mA
AMBIENT TEMPERATUR -10 to 60°C 2-Relays output [DC24V-1A, AC240V-0.5A]
HOUSING MATERIAL  ABS Resin RS-485 [ option ]
POWER AC110/220V, 50~60Hz 1~5V DC [ option ]

DC24V [ option ] AMBIENT TEMPERATUR -10 to 60°C
FEATURE Adjustable Scale & Decimal Point HOUSING MATERIAL ABS Resin

Peak Hold POWER AC110/220V, 50~60Hz

Correction of error DC24V [ option ]

Built in Power supply for transmitter [ DC24V] FEATURE Adjustable Scale & Decimal Point
MOUNTING Panel mounting Type Peak Hold

Correction of error

Size : 96(W) x 48(H) x 112(D) Built in Power supply for transmitter [ DC24V ]
Panel Cut : 92(W) x 45(H) MOUNTING Panel mounting Type
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P4OO EX-S Pressure 3/3

FLUSH DIAPHRAGM PRESSURE TRANSMITTER

Ordering Information

P400EX-S | Model

Code Diaphragm Seal
1 TFS
2 SCS
3 DSS
4 FFS
Code Pressure Range
AZH Y | 0~0.5bar FE 0~350 bar 7HA] &% FE R 9] A E ex) 0~1 bar, 0~10 bar, 0~100 bar ...
Aa7A | AT L AL A E 7H5 ex) -1~0 bar, -1~+1 bar, -1~+10 bar ...
Code Output
1 4-20mA

TFS Type SCS Type DSS Type FFS Type

Code Size Code Size Code Size Code Size

T1 1/2"PT S1 1S D1 1/2"PT F40 40A

T2 3/4"PT S15 1.58 D2 3/4"PT F50 50A

T3 1"PT S2 2S D3 1"PT F80 80A

T4 | 1-1/2"PT | S3 3S F100 100A

T5) 2"PT
X Special process connections available on request
Code Option
0 Without (std.)
1 CP
2 CL
P400EX-S — — 1 — — Complete Ordering Code

Pressure Transmitter
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