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SPECIFICATION

MODEL PGR

ACCURACY ± 0.5% F.S.

MATERIAL Case : Fibre glass reinforced polypropylene

Movement : 304SS

Bourdon : 316SS

Socket : 316SS

GAUGE OUTDIA 125㎜

CONNECTION 1/2"NPT

1/2"PF

TEMPERATURE LIMIT Medium : Max. 150℃ [ without liquid filling ]

Ambient : -20 ~ 65℃

OPERATING PRESSURE RANGE 75% of scale value

OVER PRESSURE LIMIT ≤ 100 bar : 125% of max. scale value

＞ 100 to ≤ 600 bar : 115% of max. scale value

＞ 600 to ≤ 1600 bar : 110% of max. scale value

MOUNTING TYPE Wall / Surface / Projection mounting with bottom entry ( Type 1 )

Direct lower back entry ( Type 2 )

Lower back entry with front Flange ( Type 3 )

UNIT bar or kg/cm
2
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PGR
POLYPROPYLENE CASE PRESSURE GAUGE

Pressure Gauge

RANGE ACCURACY

0 ~ 0.6 ...

1600 bar

+ / -

0.5 %

MEDIA

Liquid
&

Gas

A-262, Samsong Technovalley, 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do, 412-090, Rep. of Korea

Pressure

         -1 ~ 0          -1 ~ 9           0 ~ 0.6           0 ~ 6           0 ~ 60           0 ~ 600

         -1 ~ 0.6          -1 ~ 15           0 ~ 1           0 ~ 10           0 ~ 100           0 ~ 1000

         -1 ~ 1.5          -1 ~ 24           0 ~ 1.6           0 ~ 16           0 ~ 160           0 ~ 1600

         -1 ~ 3           0 ~ 2.5           0 ~ 25           0 ~ 250

         -1 ~ 5           0 ~ 4           0 ~ 40           0 ~ 400

Vacuum & Compound [ kg/cm
2
 ] Gauge [ bar or kg/cm

2
 ]

MEASURING RANGE 
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Pressure
POLYPROPYLENE CASE PRESSURE GAUGE

※ 제품의 사양에 따라 변경 될 수 있습니다

DIMENSION (mm)

148 130 138 6 22

E F G H UA B C

12.5 24.5 73.5

G (PCD)

E

C

F

B
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H

U
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G (PCD)

ΦH

C

F

B
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E

G (PCD)

U (A/F)

ΦH

C

F

B

A

Type 1 Wall / Surface / Projection mounting with bottom entry Type 2 Direct Lower Back Entry (never fillable)

Type 3 Lower Back Entry with Front Flange

PGR
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Pressure
POLYPROPYLENE CASE PRESSURE GAUGE

Ordering Information

N   None.

PGR      Complete Ordering Code

1   Filling liquid

Code   Test Certificate

Y   Issue.

2   1/2"PF

Code   Option

0   Without (standard)

3   Type 3

Code   Process Connection

1   1/2"NPT (standard)

Code   Mounting Type

1   Type 1

2   Type 2

kg/cm2 or bar

V15 -1~ 15 kg/cm2

V24 -1~ 24 kg/cm2

kg/cm2 or bar

V9 -1~  9 kg/cm2 6 0 ~    6 100 0 ~ 100 1600 0 ~1600

kg/cm2 or bar

V5 -1~  5 kg/cm2 4 0 ~    4 60 0 ~  60 1000 0 ~1000

kg/cm2 or bar

V3 -1~  3 kg/cm2 2.5 0 ~ 2.5 40 0 ~  40 600 0 ~ 600

kg/cm2 or bar

V1.5 -1~1.5 kg/cm2 1.6 0 ~ 1.6 25 0 ~  25 400 0 ~ 400

kg/cm2 or bar

V0.6 -1~0.6 kg/cm2 1 0 ~    1 16 0 ~  16 250 0 ~ 250

Unit

V0 -1~  0 kg/cm2 0.6 0 ~ 0.6 10 0 ~  10 160 0 ~ 160

Single Scale (kg/cm2) Single Scale (kg/cm2 or bar)

Code Range Code Range Code Range Code Range

PGR   Model


