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SPECIFICATION

MODEL WM

GAUGE OUTDIA 75㎜

ACCURACY ± 2.5% F.S.

MATERIALS Case : Cr-plated [ Type A ]

: 304SS [ Type BD & Type D ]

Etc. : Brass

CONNECTION 3/8" PT [ std. ]

1/4" PT

MOUNTING TYPE Bottom Connection ( Type A )

Back Connection with Mounting Flange ( Type BD )

Back Connection ( Type D )
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WM
LOW PRESSURE GAUGE

Pressure Gauge

RANGE ACCURACY

0 ~ 5 ...

50 kPa

+ / -

2.5 %

MEDIA

Liquid
&

Gas

A-262, Samsong Technovalley, 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do, 412-090, Rep. of Korea

Pressure

Type A

Type BD

C                     0 ~ 20 kPa G                   -20 ~ 0 kPa

D                     0 ~ 50 kPa H                   -50 ~ 0 kPa

A                     0 ~ 5 kPa E                     -5 ~ 0 kPa

B                     0 ~ 10 kPa F                   -10 ~ 0 kPa

RANGE TABLE

Code Gauge Code Vacuum

※ 제품의 사양에 따라 변경 될 수 있습니다

DIMENSION (mm)  

7
9

3/8"PT

49

7
7

3/8"PT

WM
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Pressure GaugeTel +82-2-6387-7500~2          Fax  +82-2-2275-2832           E-mail  bizinfo.inst@gmail.com NURITECH
www.nrtech.co.kr A-262, Samsong Technovalley, 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do, 412-090, Rep. of Korea

Pressure
LOW PRESSURE GAUGE

Ordering Information

WM   Complete Ordering Code

Code   Precess Connection

1   3/8" PT [std.]

2   1/4" PT

1   Type A

2   Type BD

3   Type D

D   0  ~  50  kPa H   -50 ~ 0  kPa

Code   Mounting Type

B   0  ~  10  kPa F   -10 ~ 0  kPa

C   0  ~  20  kPa G   -20 ~ 0  kPa

Code   Pressure Range Code   Pressure Range

A   0  ~    5  kPa E     -5 ~ 0  kPa

WM   Model


