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DIMENSION (㎜ )

NURITECH

30

Mounting Thread

2ⅩM4 10㎜ Deep

30

30

21

(unit : ㎜ )

36

42

70

76

Model

CG-01

CG-02

CG-03

AL

SS

A B

28

42

62

76NURITECH
A

44

B

CG series

Liquid (≤200cP)

CG-01 : 0.01 ~ 0.3 LPM

CG-02 : 0.03 ~ 1.75 LPM

CG-03 : 0.1 ~ 5.0 LPM

CG-01 : M5 Female Thread

CG-02 & CG-03 : 1/8PF Female Thread

< 1.0% F.S.

< 0.5% F.S.

Aluminum, SS316L

PPS / SS316L

FKM

PNP Hall Effect 3-wire Open Collector, 5-24Vdc, 15㎃ max.

(Exceptionally CG-02-AL is NPN type)

CG-01 : 14000 Pulses/L

CG-02 : 3600 Pulses/L

CG-03 : 1800 Pulses/L

30 Bar

-20...+100℃

-10...+60℃

200 mesh [75 ㎛]

O-RING MATERIAL

REPEATABILITY

ACCURACY

ROTOR / AXLE MATERIAL

PROCESS CONNECTION

SPECIFICATION

APPLICATION

MODEL

BODY MATERIAL

FLOW RANGE (@5cP)

FLUID TEMPERATURE

AMBIENT TEMPERATURE

RECOMMENDED FILTRATION

PULSE OUTPUT TYPE

PULSE OUTPUT RESOLUTION

MAX. PRESSURE
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CG series
GEAR FLOW METER

Gear Flow Meter

FLOW RANGE CONNECTION FLUID

Liquid

A-262, Samsong Technovalley, 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do, 10594, Rep. of Korea

Flow

C

@ 5cP

0.01 ~ 0.3 L/min

M5, 1/8"PF(F)
0.1 ~ 5 L/min

~

Electrical Connection

PIN  1 :  5 - 24 Vdc +

PIN :  Signal Out +

PIN  2 :  GND

Signal Out +

1 2

5-24 Vdc + GND

Electrical Connection

PIN  1  : 5 - 24 Vdc +

PIN : Signal Out +

PIN  2  : GND

R* = not integrated
(for PNP use pull-up R*≥2k2)

Signal Out +

R*

1 2

5 - 24 Vdc + GND

CG-02-AL

Only
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0.1 ~ 5.0 LPM, 1/8"PF

ORDERING INFORMATION

Model

CG-01

CG-02

CG-03

0.01 ~ 0.3 LPM, M5

0.03 ~ 1.75 LPM, 1/8"PF

Flow Range (@5cP) & Connection Size

SS SS316L

Code Body Material

AL Aluminum

Complete Ordering Code

 FCS
Flow Indicator

 FM
Flow Indicator

 FST
Flow Indicator

 BM
Batch Counter

RELATED PRODUCTS

Model Display Input Output Power

5-Digit Red LED

Flow Rate only
Pulse

DC4-20mA

2-Relay

DC1~5V

AC220V

2 Lines Back-Lighted LCD

Batch Total
Pulse 2-Batch Relay

AC220V

DC24V

DC12V

2 Lines Back-Lighted LCD

Flow Rate & Totalizer
Pulse

DC4-20mA

Pulse

RS485

DC24V

2 Lines Back-Lighted LCD

Flow Rate & Totalizer
Pulse

DC4-20mA, Pulse

2-Relay

DC1~5V

RS485 / 232

AC220V

DC24V

DC12V

CG series
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CG series

Gear Flow MeterTel +82-2-6387-7500~2          Fax  +82-2-2275-2832           E-mail  bizinfo.inst@gmail.com NURITECH
www.nrtech.co.kr A-262, Samsong Technovalley, 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do, 10594, Rep. of Korea

Flow
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CG series
GEAR FLOW METER


