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SPECIFICATION

MODEL PG Series

PGD Series

ACCURACY ±1.6% F.S.

MATERIALS Case & Movement : 304SS

Bourdon & Socket : 316SS

GAUGE OUTDIA 60㎜

TEMPERATURE LIMIT PG Series : Medium -20 ~ 100℃ [ without liquid filling ]

PGD Series : Medium  max. 180℃ [ without liquid filling ]

Ambient : -25 ~ 65℃

CONNECTION 1/4"NPT

PT, PF Thread available*

MOUNTING TYPE bottom connection ( Type A )

bottom connection, back flange for surface mounting ( Type B )

center back connection ( Type AD )

center back connection, front flange for surface mounting ( Type BD )

OPTION Filling liquid* *=Optional
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PG / PGD SERIES
STAINLESS STEEL PRESSURE GAUGE

Pressure Gauge

RANGE ACCURACY

0 ~ 0.6 ...

1000 bar

+ / -

1.6 %

MEDIA

Liquid
&

Gas

A-262, Samsong Technovalley, 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do, 412-090, Rep. of Korea

Pressure

-760 ~ 0 mmHg 0 ~ 1 0 ~ 70

-1 ~ 2 0 ~ 2.5 0 ~ 100

-1 ~ 4 0 ~ 4 0 ~ 160

-1 ~ 7 0 ~ 6 0 ~ 250

-1 ~ 10 0 ~ 10 0 ~ 400

-1 ~ 14 0 ~ 16 0 ~ 600

-1 ~ 21 0 ~ 25 0 ~ 1000

0 ~ 40

bar : Single scale           kg/cm2 & psi : Dual scale

RANGE TABLE [ Unit : bar or kg/cm2 & psi ]

Gauge Range CODE Gauge Range

70

Vacuum & Compound RangeCODE

V0

CODE

1

100

160

250

400

600

100025

40

V21

V2

V4

V7

V10

V14

2.5

4

6

10

16
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PG / PGD

Pressure GaugeTel +82-2-6387-7500~2          Fax  +82-2-2275-2832           E-mail  bizinfo.inst@gmail.com NURITECH
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Pressure
STAINLESS STEEL PRESSURE GAUGE

※ 제품의 사양에 따라 변경 될 수 있습니다

DIMENSION (mm)

Type A Type B

Type AD Type BD

69.5 62.5 32 22 69.5 62.5 32 22 86 75 Φ3.6

69.5 62.5 32 22 86 75 3.5x5.0

D1 D2 H1 H2

71 63.5

69.5 62.5 32 22

H2 FD1D1 D2 H1

35 25

FD2 S

71 65 35 21 87.5 80.5 4.5x6.3

S

4.5x6.571 63 34 26

FD1

93.5

FD2

80.535

H2

26

H1D1 D2 H1 H2 D1

71

D2

63

Type A Type B

Type AD Type BD

PG PGD

ACCESSORY

ADAPTER COOLING ELEMENT DIAPHRAGM SEAL

CP

316SS

250bar at 25℃

Temperature Linit : Max. 250℃

1/4"NPT [F] x 1/4"PT [M]

316SS

250bar at 25℃

1/4"NPT [F] x 1/4"PT [M]

1/4"NPT [F] x 3/8"PT [M]

1/4"NPT [F] x 1/2"PT [M]

DT Series

홈페이지 압력계_격막식에서

DT Series 제품과 조합 가능한 제품입니다.

PG / PGD SERIES
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PG / PGD

Pressure GaugeTel +82-2-6387-7500~2          Fax  +82-2-2275-2832           E-mail  bizinfo.inst@gmail.com NURITECH
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Pressure
STAINLESS STEEL PRESSURE GAUGE

Ordering Information

N   None.(standard)

     Complete Ordering Code

5   DT Series

Code   Test Certificate

Y   Issue.

2   Adapter 3/8"PT

3   Adapter 1/2"PT

4   CP

Code   Accessory

0   Without (stdndard)

1   Adapter 1/4"PT

Code   Option

0   Without (standard)

1   Filling liquid

2   Type B

3   Type AD

4   Type BD

600 0~ 600 kg/cm2

Code   Mounting Type

1   Type A

  V21 -1~ 21 kg/cm2 25 0~  25 kg/cm2

V14 -1~ 14 kg/cm2 16 0~  16 kg/cm2 400 0~ 400 kg/cm2

kg/cm2 6 0~    6 kg/cm2 160 0~ 160 kg/cm2

V10 -1~ 10 kg/cm2 10 0~  10 kg/cm2 250 0~ 250 kg/cm2

1000 0~1000 kg/cm2

V2 -1~  2 kg/cm2 2.5 0~ 2.5 kg/cm2 70 0~  70 kg/cm2

Unit

kg/cm2 & psi (std.)

or bar

V4 -1~  4 kg/cm2 4 0~    4 kg/cm2 100 0~ 100 kg/cm2

V7 -1~  7

V0 -760~0 mmHg 1 0~    1 kg/cm2 40 0~  40

Code Range Code Range Code Range

kg/cm2

PG
  Model

 PGD

Code Range


