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EGM series

Liquid (≤500cP)

EGM004 : 1 ~ 36 LPH / EGM006 : 2 ~ 100 LPH

EGM008 : 15 ~ 550 LPH

EGM015 : 1 ~ 40 LPM / EGM020 : 3 ~ 80 LPM

1/8 ~ 3/4 inch

PF, NPT Female Thread

< 1.0% of reading (EGM004/006/008)

< 0.5% of reading (EGM015/020)

< 0.03% of reading

Aluminum, SS316L

SS316 / Carbon Ceramic (EGM004/006/008/015)

PPS / No bearing (EGM020)

FKM, PTFE encapsulated FKM

NPN Hall Effect 3-wire Open Collector, 5-24Vdc, 20㎃ max.

-5...+80℃

-15...+80℃

200 mesh [75 ㎛] (EGM004/006/008)

100 mesh [150 ㎛] (EGM015/020)

2 m

IP65

O-RING MATERIAL

PROCESS CONNECTION

REPEATABILITY

ACCURACY

ROTOR / BEARING MATERIAL

SPECIFICATION

APPLICATION

METER SIZE

MODEL

BODY MATERIAL

FLOW RANGE (@3cP)

PROTECTION CLASS

PULSE OUTPUT TYPE

FLUID TEMPERATURE

AMBIENT TEMPERATURE

CABLE LENGTH

RECOMMENDED FILTRATION

DIMENSION (㎜ )

(unit : ㎜ )

EGM020

Model

EGM004

EGM006

EGM008

EGM015 72 82 66

72 82 77

58 64.5 39

58 64.5 49

A B C

46 49.5 35NURITECH

C
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EGM series
GEAR FLOW METER

Gear Flow Meter

FLOW RANGE CONNECTION FLUID

Liquid

A-262, Samsong Technovalley, 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do, 10594, Rep. of Korea

Flow

E

@ 3cP

1 ~ 36 L/hr

PF, NPT(F)

1/8" ~ 3/4"
3 ~ 80 L/min

~
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3/4" [ 20㎜  ]

Model EGM004 EGM006 EGM008 EGM015 EGM020

Meter Size 1/8" [ 4㎜  ] 1/4" [ 6㎜  ] 3/8" [ 8㎜  ] 1/2" [ 15㎜  ]

Flow

Range

@3cP 1 ~ 36 L/hr 2 ~ 100 L/hr 15 ~ 550 L/hr

@7cP 0.5 ~ 36 L/hr 1 ~ 100 L/hr 15 ~ 550 L/hr

3 ~ 80 L/min

@1cP 2 ~ 24 L/hr 5 ~ 80 L/hr 18 ~ 440 L/hr 1.5 ~ 32 L/min 5 ~ 64 L/min

1 ~ 40 L/min

1.5 ~ 80 L/min

0.5 ~ 40 L/min 2 ~ 80 L/min

@200cP 0.4 ~ 36 L/hr 0.7 ~ 100 L/hr 6 ~ 550 L/hr 0.4 ~ 40 L/min 1.8 ~ 80 L/min

20 Bar

@500cP 0.25 ~ 27 L/hr 0.5 ~ 75 L/hr 2 ~ 550 L/hr 0.3 ~ 40 L/min

Max.

Pressure

AL meters 34 Bar 34 Bar 34 Bar

TECHNICAL SPECIFICATIONS

Pulse Output Resolution

( Pulses/L )
≒ 2800 ≒ 1050 ≒ 710 ≒ 168 ≒ 106

20 Bar

SS meters 55 Bar 55 Bar 34 Bar 20 Bar 20 Bar
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 FCS
Flow Indicator

 FM
Flow Indicator

 FST
Flow Indicator

 BM
Batch Counter

RELATED PRODUCTS

Model Display Input Output Power

5-Digit Red LED

Flow Rate only
Pulse

DC4-20mA

2-Relay

DC1~5V

AC220V

2 Lines Back-Lighted LCD

Batch Total
Pulse 2-Batch Relay

AC220V

DC24V

DC12V

2 Lines Back-Lighted LCD

Flow Rate & Totalizer
Pulse

DC4-20mA

Pulse

RS485

DC24V

2 Lines Back-Lighted LCD

Flow Rate & Totalizer
Pulse

DC4-20mA, Pulse

2-Relay

DC1~5V

RS485 / 232

AC220V

DC24V

DC12V

EGM series
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EGM series
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Model

EGM004

EGM006

EGM008

EGM015

Code Body / Rotor / Bearing Material

A00 Aluminum / PPS / No bearing (EGM020)

1/8"[4㎜ ] 1 ~ 36 L/hr

1/4"[6㎜ ] 2 ~ 100 L/hr

Meter Size & Flow Range (@3cP)

3/8"[8㎜ ] 15 ~ 550 L/hr

1/2"[15㎜ ] 1 ~ 40 L/min

3/4"[20㎜ ] 3 ~ 80 L/minEGM020

ORDERING INFORMATION

A51 Aluminum / SS316 / Carbon Ceramic (EGM004~015)

Code O-Ring Material

SS316L / PPS / No bearing (EGM020)

SS316L / SS316 / Carbon Ceramic (EGM004~015)

S00

S51

1 FKM

3 PTFE encapsulated FKM

1 PF Female Thread

Code Temperature

8 max. 80℃

Code Process Connection

Code

1

2 NPT Female Thread

Option

Hall effect output with one point calibration

Complete Ordering Code

EGM series
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EGM series
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