S-20DIN

PADDLE FLOW SWITCH
SIZE PROTECTION FLUID
1/2inch Weather
z .
1inch Proof Liquid

SPECIFICATION

MODEL
APPLICATION
SIZE

PROCESS CONNECTION

MATERIAL

SWITCH FUNCTION
SWITCH RATING
WIRE CONDUIT
MAX. PRESSURE

FLUID TEMPERATURE

PROTECTION CLASS

INSTALLATION

FS-20DIN

Liquid

1/2 ~1inch

NPT Female Thread

Head : Thermoplastic Rubber
Body : SS316

Paddle : SS316

Tee : SS316

SPDT micro switch
3A@250VAC/30VDC, 0.4A@125VDC
PG9 cable gland

70 Bar

-20...+150°C

Weather Proof, IP65

Vertical in horizontal pipes

FLOW RATE TABLE & DIMENSION

Flow

Approvals:

e

L/H Water @ 25 C
Connection Max.
Size Flow Rate Remark
TS Actuate Deactuate (&) 2l
(ON) (OFF)
172" 380 ~ 460 150 ~ 210 3,000 L/H ---
3/4" 3/4" Paddle & 3/4" Tee
550 ~ 610 140 ~ 240 7,000 L/H
1" 3/4" Paddle & 1" Tee
1" 930 ~ 1010 750 ~ 780 -—- ---

unit = mm
Connection Size : 1/2"'"NPT(F)
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Paddle Flow Switch
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PADDLE FLOW SWITCH
DIMENSION
unit = mm unit = mm unit = mm
Connection Size : 3/4"NPT(F) Connection Size : 1""NPT(F)_3/4" Paddle Connection Size : 1""NPT(F)
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ORDERING INFORMATION
FS Model
Code Type
20DIN Weather Proof Type
Code Process Connection
A(L) 1/2"NPT Female Thread
A(2) 3/4"NPT Female Thread
A(3) 1"NPT Female Thread
A4) 1"NPT Female Thread (with 3/4" Paddle)
Code Head Housing Type
2 DIN 43650
Code Conduit Size
2 PG9 cable gland
Code Protection Class
N Weather Proof, IP65
FS — — — — — Complete Ordering Code
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