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FS25R

Liquid

1 ~ 8 inch

1"NPT Male Thread

Housing : Aluminum alloy

Body : SS316 + PTFE

Plate : SS301

SPDT : 150VAC/DC, 20VA (max.)

1A (max.)

1/2"NPT Female Thread

103.4 Bar

-30…+120℃

Weather Proof, IP68

Vertical in horizontal pipes

SPECIFICATION

MODEL

APPLICATION

PIPE SIZE

PROCESS CONNECTION

MATERIAL

PROTECTION CLASS

INSTALLATION

REED SWITCH

CARRYING CURRENT

WIRE CONDUIT

MAX. PRESSURE

FLUID TEMPERATURE

Tel +82-2-6387-7500~2          Fax  +82-2-2275-2832           E-mail  bizinfo.inst@gmail.com NURITECH
www.nrtech.co.kr FS25R

l  FLO
W

 
l

l  P
R
E
S
S
U

R
E
  l       l  T

E
M

P
E
R
A
T
U
R
E
  l     

l  A
C
  l       l  D

C
  l       l  B

A
T
T
E
R
Y
  l       l  O

U
T
P
U

T
  l     

l  C
O

N
T
A
C
T
  l   

l  D
IS

P
LA

Y
  l              

FS25R
PADDLE FLOW SWITCH

Paddle Flow Switch

PIPE SIZE CONNECTION FLUID

Liquid

A-262, Samsong Technovalley, 140, Tongil-ro, Deogyang-gu, Goyang-si, Gyeonggi-do, 10594, Rep. of Korea

Flow

T

1 inch~

8 inch
1"NPT(M)

FLOW RATE TABLE & DIMENSION

Pipe Size

㎥ /h Water @ 25℃

Actuate (ON) Deactuate (OFF)

1" 1.4 1.05

1-1/4" 1.45 1.1

1-1/2" 1.5 ~ 2 0.9 ~ 1.5

2" 3 ~ 4 2 ~ 4

2-1/2" 4 ~ 5 3 ~ 4

3" 6 ~ 7 5 ~ 6

6" 20 ~ 30 12 ~ 17

4" 10 ~ 14 5 ~ 10

8" 30 ~ 35 25 ~ 30
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* The paddles could be cut

the length to matching the

other pipe size is requested

as 1-1/4", 3", 5", 6" .

a 1"

No. Pipe Size

e 8" and upper

b 1-1/2"

c 2-1/2"

d 4"

5Pcs Paddle Numbers

for Suitable Pipe Size


